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Paska a spony 1/4“ - 6,4 mm nerezova ocel V2A (CSN 17240) a V4A (CSN 17346)

B 202 V2A 6Amm  05mm  1,92kN 30m - karton 0,80 kg
B 402 V4A 6,4 mm 0,5 mm 1,70kN 30m - karton 0,80 kg
Qs / s 252 V2A  64mm  100ks-karton 0,1kg B 202
" @ é\
Ceg e S 452 V4A 6,4mm  100ks - karton 0,1kg B 402

B 133 V2A 9,5mm 0,4 mm 2,28 kN  30m - karton 0,90 kg
B 833/50 V2A 9,5 mm 0,4 mm 2,28 kN 50m -plast 1,80 kg
‘J"; B 203 V2A 9,5 mm 0,64 mm  3,65kN  30m - karton 1,50 kg
‘!5‘%7 B 803/50 V2A 95mm  0,64mm 3,65kN 50m-plast 2,70 kg
B 403 V4A 9,5 mm 0,64mm 3,22kN 30m - karton 1,50 kg
b\L’ S 153 V2A 9,5mm  100ks - karton 0,3 kg B 133, B 833/50
O
b
*ﬂo“;\e“ $ 253 V2A 9,5mm  100ks-karton O4kg B 203,B 803/50
? S 453 V4A 9,5mm  100ks - karton 0,4 kg B 403

Sroubové spony z nerezové oceli V2A (CSN 17240)

e $722 V2A 9,5mm  50ks-karton 0,2kg B 203, B 803/50

Paska a spony 1/2“ — 12,7 mm nerezova ocel V2A (CSN 17240) a V4A (CSN 17346)

B 134 V2A 12,7 mm 0,4 mm 3,05 kN 30m -karton 1,30 kg
B 834/50 V2A 12,7 mm 0,4 mm 3,05kN 50m - plast 2,30 kg
\LE
“9& B 204 V2A  127mm  0,75mm  572kN 30m-karton 2,30 kg
a8

B 804/50 V2A 12,7mm  0,75mm  5,72kN 50m-plast 4,00 kg

B 404 V4A 12,7mm 0,75 mm 5,05kN 30m - karton 2,30kg
T S 154 V2A 12,7 mm 100ks - karton 0,4 kg B 134, B 834/50
- /\f:{/ S 254 V2A 12,7 mm 100ks - karton 1,0 kg B 204, B 804/50
P
9

S 454 V4A 12,7 mm  100ks - karton 1,0 kg B 404
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Paska a spony 1/2“ — 12,7 mm nerezova ocel V2A (CSN 17240) a V4A (CSN 17346)
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Sroubové spony z nerezové oceli V2A (€SN 17240)

e S724 V2A 12,7 mm  25ks - karton 0,2 kg B 204, B 804/50

Paska a spony 5/8“ — 16,0 mm nerezova ocel V2A (CSN 17240) a V4A (CSN 17346)

B 135 V2A 16,0 mm 0,4 mm 3,84 kN 30m - karton 1,60 kg

B 835/50 V2A 16,0mm 0,4 mm 3,84 kN 50m-plast 2,90 kg

‘CS; B 205 V2A  160mm 075mm  7,20kN 30m-karton 2,90 kg
EIS' B 805/50 V2A 16,0mm 0,75mm  7,20kN 50m-plast 5,00 kg
B 405 V4A 16,0mm 0,75mm 6,36 kN 30m - karton 2,90 kg
- S 155 V2A 16,0 mm 100ks - karton 0,5 kg B 135, B 835/50
“n%é?jfl S 255 V2A 16,0 mm 100ks - karton 1,3 kg B 205, B 805/50
“eg S 455 V4A 16,0 mm  100ks - karton 1,3 kg B 405

Sroubové spony z nerezové oceli V2A (CSN 17240)

S 726 V2A 19,0 mm 25ks - karton 0,2 kg B 205, B 805/50
B 206, B 806/50

Paska a spony 3/4“ — 19,0 mm nerezova ocel V2A (CSN 17240) a V4A (CSN 17346)

B 136 V2A 19,0 mm 0,4 mm 4,56 kN 30m - karton 1,90 kg

B 836/50 V2A 19,0mm 0,4 mm 456 kN 50m-plast 3,40 kg

‘J"; B 206 V2A 19,0 mm 0,75 mm 8,55kN  30m - karton 3,40 kg
1\]‘\3' B 806/50 V2A 19,0 mm 0,75 mm 8,55 kN 50m - plast 5,80 kg
B 406 V4A 19,0mm 0,75 mm 7,55kN 30m - karton 3,40 kg
B 430 V2A 19,0 mm 1,20mm 13,68 kN 30m - karton 5,50 kg
S 156 V2A 19,0 mm  100ks - karton 0,9 kg B 136, B 836/50
) b@? S 256 V2A 19,0 mm  100ks - karton 1,7 kg B 206, B 806/50
’ﬂ%t‘:“ S 456 V4A 19,0 mm  100ks - karton 1,7 kg B 406

S 440 V2A 19,0 mm  25ks-karton 0,8 kg B 430
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Paska a spony 1“ — 25,0 mm a 1%“ — 32,0 mm nerezova ocel V2A (CSN 17240)

@ B 431 V2A 250mm 1,0 mm 15,00 kN 30m - karton 6,00 kg
W "H /
= Z B 432 V2A 32,0mm  1,0mm 19,20 kN 30m - karton 7,70 kg

S 441 V2A 25,0 mm  25ks - karton  1,1kg B 431

S 442 V2A 32,0 mm 25ks-karton 1,5kg B 442

Perforovana paska 14,0mm a vietenové spony z nerezové oceli V2A (CSN 17240)

A 213 V2A 14,0 mm 0,6 mm 30m - karton 1,80 kg

S A211  V2A  140mm  50ks-karton 0,90 kg A213

Baby-paska z nerezové oceli V4A (CSN 17346)

M 145 V4A 4,5 mm 0,3mm 152 mm 25 mm 100 ks 0,23 kg
M 245 V4A 4,5 mm 0,3mm 200 mm 50 mm 100 ks 0,28 kg
M 345 V4A 4,5 mm 0,3mm 360 mm 102 mm 100 ks 0,36 kg
M 545 V4A 4,5 mm 0,3mm 520mm 152mm  100ks 0,61kg
M 645 V4A 4,5 mm 0,3mm 680 mm 203 mm 100 ks 0,80kg

M 845 V4A 4,5 mm 0,3mm 840mm 254mm 100 ks 0,94 kg

M 045 V4A 4,5 mm 0,3mm 1050 mm 318 mm  100ks 1,15kg

I

M 180 V4A 8,0 mm 0,3mm 152 mm 25 mm 50ks 0,23 kg
M 280 V4A 8,0 mm 0,3mm 200 mm 50 mm 50ks 0,27 kg
M 380 V4A 8,0 mm 0,3mm 360 mm 102 mm 50ks 0,43 kg
M 580 V4A 8,0 mm 0,3mm 520 mm 152 mm 50ks 0,58kg
M 680 V4A 8,0 mm 0,3mm 680 mm 203 mm 50ks 0,73 kg
M 880 V4A 8,0 mm 0,3mm 840 mm 254 mm 50ks 0,88 kg

M 080 V4A 80mm 0,3mm 1050 mm 318 mm 50ks 1,11kg
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Upinaci klesté a naradi
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2,0 kg

kulickové lozZisko

excentrickd paka

W 001 upinaci klesté pro lehkou pasku 1 ks/karton
Nahradni dily:

W 006 klika + vieteno W 016

W 012 stfizny nliz W 018

W 015 stfiznd paka

W 001 HD upinaci klesté pro stfedni pasku 1 ks/karton
@ Nahradni dily:

W 020 HD klika + matka W 015 HD

W 016 HD  kulickové loZisko W 012 HD

W 018 HD excentricka paka

W 010 HD + W 043 HD

W 402 upinaci klesté pro tézkou pasku
Nahradni dily:
W 408 kulickové loZisko
W 410 vieteno
M 100 upinaci klesté pro Baby-pasku
o
‘ﬁﬁ&mﬂ VC 400 upinaci klesté pro lehkou pasku
do max.sitky pasky 19,0 mm
P
- — W 101 upinaci kle$té pro lehkou pasku

do max.Sitky pasky 9,5 mm

W 420

vieteno + matka

1 ks/karton

klika

1 ks/karton

1 ks/karton

1 ks/karton

stfizna paka

stfizny n(iZ

2,3kg

4,6 kg

0,7 kg

1,6 kg

0,5 kg



os Bocmex 6

A@'\, W 001 HD upinaci kleté 1 ks/karton 2,3 kg

+ , » "
V 001 adaptér ke kledtim pro manualni 1 ks/karton 0,6 kg
Q\@ upinani pfedhotovenych spon
V 015 nahradni stfizny n(iz pro V 001 1ks -
V 440 pneumaticky poloautomat 1 ks/karton 28,0 kg

pro sériovou vyrobu upindni
prfedhotovenymi sponami

V 920 nahradni stfizny n(iZ pro V 440 -
7"’7"": Vv 800 plné automaticky pfistroj pro 1 ks/karton 38,0 kg
w i‘ .?:%\ sériovou vyrobu upinani
A" ¢g pfedhotovenymi sponami
V 805 nahradni stfizny nGz pro V 800 -

Predhotovené spony z pozink.oceli

Predhotovené spony Sirka 9,5 mm, tl. 0,64 mm:

V 301 9,5 mm 0,64 mm 21 mm 100 ks 1,7 kg
V 343 9,5 mm 0,64 mm 25 mm 100 ks 1,8 kg
V 302 9,5 mm 0,64 mm 35 mm 100 ks 2,2 kg
V 345 9,5mm 0,64 mm 48 mm 100 ks 2,5kg
V 346 9,5 mm 0,64 mm 76 mm 100 ks 3,4 kg

Predhotovené spony Sirka 12,7 mm, tl. 0,75 mm:

V 303 12,7 mm 0,75 mm 25 mm 100 ks 3,1kg
V 304 12,7 mm 0,75 mm 32 mm 100 ks 3,3 kg
V 336 12,7mm 0,75 mm 45 mm 100 ks 4,0 kg
V 337 12,7mm 0,75 mm 51 mm 100 ks 4,2 kg
V 330 12,7mm 0,75 mm 70 mm 100 ks 5,1 kg

Pfredhotovené spony Sirka 16,0 mm , tl. 0,75 mm:

V 305 16,0 mm 0,75 mm 38 mm 100 ks 4,7 kg
V 306 16,0 mm 0,75 mm 45 mm 100 ks 5,1 kg
V 307 16,0mm 0,75 mm 51 mm 100 ks 5,5 kg
V 308 16,0 mm 0,75 mm 57 mm 100 ks 6,0 kg

V 309 16,0 mm 0,75 mm 64 mm 100 ks 6,3 kg
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Predhotovené spony z pozink.oceli

Predhotovené spony Sirka 19,0 mm, tl. 0,75 mm:

V 327 190 mm 0,75 mm 51 mm 100 ks 6,8 kg
V 310 19,0mm 0,75 mm 70 mm 50 ks 4,1 kg
V311 19,0 mm 0,75 mm 76 mm 50 ks 4,3 kg
V 312 19,0mm 0,75 mm 89 mm 50 ks 4,7 kg
V313 190mm 0,75 mm 102 mm 25 ks 2,8kg
V314 190mm 0,75 mm 114 mm 25 ks 3,0kg
V 315 19,0 mm 0,75 mm 127 mm 25 ks 3,2 kg
V 316 19,0mm 0,75 mm 152 mm 25 ks 3,5kg

Pfedhotovené spony z nerezové oceli V2 (CSN 17240)

Predhotovené spony Sitka 6,4 mm, tl. 0,50 mm:

V 240 6,4 mm 0,50 mm 19 mm 100 ks 0,9 kg
V 242 6,4 mm 0,50 mm 25 mm 100 ks 1,0 kg
V 241 6,4 mm 0,50 mm 35 mm 100 ks 1,2 kg
V 252 6,4 mm 0,50 mm 38 mm 100 ks 1,2 kg
V 253 6,4 mm 0,50 mm 51 mm 100 ks 1,5 kg
V 256 6,4 mm 0,50 mm 70 mm 100 ks 1,9kg
V 244 6,4 mm 0,50 mm 76 mm 100 ks 2,0 kg
V 257 6,4 mm 0,50 mm 89 mm 100 ks 2,2 kg
Predhotovené spony Sirka 9,5 mm, tl. 0,64 mm:
V 201 9,5 mm 0,64 mm 21 mm 100 ks 1,7 kg
V 243 9,5 mm 0,64 mm 25 mm 100 ks 1,8 kg
V 202 9,5 mm 0,64 mm 35 mm 100 ks 2,2 kg
V 265 9,5 mm 0,64 mm 38 mm 100 ks 2,3 kg
V 245 9,5 mm 0,64 mm 48 mm 100 ks 2,5 kg
V 246 9,5 mm 0,64 mm 76 mm 100 ks 3,4 kg
V 248 9,5 mm 0,64 mm 102 mm 100 ks 4,7 kg

Predhotovené spony Sitka 12,7 mm, tl. 0,75 mm:

V 203 12,7 mm 0,75 mm 25 mm 100 ks 3,1kg
V 204 12,7mm 0,75 mm 32 mm 100 ks 3,3kg
V 232 12,7mm 0,75 mm 38 mm 100 ks 3,6 kg
V 236 12,7mm 0,75 mm 45 mm 100 ks 4,0 kg
Vv 237 12,7mm 0,75 mm 51 mm 100 ks 4,2 kg
V 230 12,7 mm 0,75 mm 70 mm 100 ks 5,1 kg

V 249 12,7 mm 0,75 mm 102 mm 100 ks 7,1 kg



Pfedhotovené spony z nerezové oceli V2 (CSN 17240)

Pfredhotovené spony Sirka 16,0 mm , tl. 0,75 mm:

V 205 16,0 mm 0,75 mm 38 mm 100 ks 4,7 kg
V 206 16,0mm 0,75 mm 45 mm 100 ks 5,1kg
V 207 16,0 mm 0,75 mm 51 mm 100 ks 5,5 kg
V 208 16,0 mm 0,75 mm 57 mm 100 ks 6,0 kg
V 209 16,0mm 0,75 mm 64 mm 100 ks 6,3 kg

Predhotovené spony Sirka 19,0 mm, tl. 0,75 mm:

Vv 227 19,0 mm 0,75 mm 51 mm 100 ks 6,8 kg
V 210 19,0 mm 0,75 mm 70 mm 50 ks 4,1kg
V211 19,0 mm 0,75 mm 76 mm 50 ks 4,3 kg
V212 19,0 mm 0,75 mm 89 mm 50 ks 4,7 kg
V213 19,0 mm 0,75 mm 102 mm 25 ks 2,8 kg
V214 19,0 mm 0,75 mm 114 mm 25 ks 3,0 kg
Vv 215 190mm 0,75 mm 127 mm 25 ks 3,2kg
V 216 19,0mm 0,75 mm 152 mm 25 ks 3,5kg
V217 19,0 mm 0,75 mm 170 mm 25 ks 4,0 kg
V 218 19,0mm 0,75 mm 180 mm 25 ks 4,3 kg
V219 19,0mm 0,75 mm 200 mm 25 ks 4,7 kg

Pfedhotovené spony z nerezové oceli V4 (CSN 17346)

Predhotovené spony Sirka 6,4 mm, tl. 0,50 mm:

V 442 6,4 mm 0,50 mm 25 mm 100 ks 1,0 kg
V441 6,4 mm 0,50 mm 35 mm 100 ks 1,2 kg
V453 6,4 mm 0,50 mm 51 mm 100 ks 1,5 kg
V 456 6,4 mm 0,50 mm 70 mm 100 ks 1,9 kg
V444 6,4 mm 0,50 mm 76 mm 100 ks 2,0 kg

Predhotovené spony Sirka 9,5 mm, tl. 0,64 mm:

V401 9,5 mm 0,64 mm 21 mm 100 ks 1,7 kg
V 402 9,5mm 0,64 mm 35 mm 100 ks 2,2 kg
V 446 9,5 mm 0,64 mm 76 mm 100 ks 3,4 kg
V 448 9,5 mm 0,64 mm 102 mm 100 ks 4,7 kg

Predhotovené spony Sitka 12,7 mm, tl. 0,75 mm:
V 403 12,7 mm 0,75 mm 25 mm 100 ks 3,1kg
V 404 12,7mm 0,75 mm 32 mm 100 ks 3,3kg




9 @ondimex

spol.

Pfedhotovené spony z nerezové oceli V4 (CSN 17346)

Predhotovené spony S§irka 16,0 mm, tl. 0,75 mm:

V 405 16,0mm  0,75mm 38 mm 100 ks 4,7 kg
V 406 16,0mm 0,75 mm 45 mm 100 ks 5,1 kg
V 407 16,0 mm 0,75 mm 51 mm 100 ks 5,5 kg
V 408 16,0 mm 0,75 mm 57 mm 100 ks 6,0 kg
V 409 16,0 mm 0,75 mm 64 mm 100 ks 6,3 kg

Predhotovené spony Sirka 19,0 mm, tl. 0,75 mm:

V410 19,0 mm 0,75 mm 70 mm 50 ks 4,1 kg
V411 19,0 mm 0,75 mm 76 mm 50 ks 4,3 kg
V412 19,0mm 0,75 mm 89 mm 50 ks 4,7 kg
V413 19,0 mm 0,75 mm 102 mm 25 ks 2,8 kg
V414 19,0mm 0,75 mm 114 mm 25 ks 3,0kg
V 415 19,0 mm 0,75 mm 127 mm 25 ks 3,2 kg
V 416 19,0 mm 0,75 mm 152 mm 25 ks 3,5 kg

V 418 190 mm 0,75 mm 180 mm 25ks 4,3 kg
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Montazni postup pri manualnim upinani predhotovenych spon

- na upinaci klesté W 001 HD nasadime adaptér V 001
- adaptér zajistime z boku imbus Sroubem
- klesté i s adaptérem upneme do svéraku !!!

- konec pasky z predhotovené spony prostréime z cela
stfihacim noZzem adaptéru a pres celé klesté az jej
uchytime excentrickou pakou v unasece.

- stahovany prvek (napft.hadici) vioZime do pfedhotovené
spony

- postupnym otacenim kliky utahujeme pasku predhotovené
spony

- maximalniho dotaZeni pasky dosdhneme v momentu, kdy
se paska jiz dale nezatahuje do mustku spony

- zajisténi pasky ve sponé provedeme pootocenim prvku
(napt.hadice) o cca. 90°

- soucasné s pootacenim prvku nepatrné povolujeme kliku
klesti

- hranu zachytu stfizné paky zaklesneme za zamek
predhotovené spony

- rychlym zatlac¢enim na stfiznou paku adaptéru
odstfihneme prebytecnou pasku

- detail hotového spoje
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Navod na montaz upnuti pasky v metrazi a spony

- sponu nasadime na pasku tak, jak je zfrejmé z obr.1

- sponu pridrzime a paskou obto¢ime upinany prvek

- paska se nevyndava z kartonu (obalu), pouze se vysunuje

- pasku znovu prostréime spodem celou sponou a zahneme

- vétsi upinaci sily dosahneme, kdyz pasku obtoc¢ime kolem
prvku dvakrat a teprve poté zahneme konec pasky pod sponu

- nasadime upinaci klesté a otacenim kliky dotahujeme
- zajiSténi spoje provedeme pretocenim klesti o cca. 160°

- soucasné pfri pretaceni klesti povolujeme o cca. pul aZ celou
otacku kliku klesti tak, aby nedoslo k poskozeni spony nebo

zeslabeni Ci pretrzeni pasky

- pomoci stfizné paky zastfihneme konec pasky

- kladivem sklepneme pasku na mustku spony a zaklepneme

zajistovaci jazyéky spony
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MDZ 8 - maly drzak se zavitem a Sroubem M8

MDZ 8 nerez ocel CSN 17241 25/38/21 19 mm

H 021 nerez ocel CSN 17241 55/38/27 19 mm

VvZ8 nerez ocel CSN 17241 54/25/30 19 mm

PDM 8, PDM 10 - plochy drzak tvaru pismene M

PDM 8-80  nerez ocel CSN 17241 107/38/16 80 mm 19 mm
N otvor pr.8,5 mm
—~~ PDM 8-140 nerez ocel CSN 17241 170/38/16 80-140 mm 19 mm
= ovalny otvor pr.8,5 x 40 mm

PDM 10-80 nerez ocel CSN 17241 107/38/16 80 mm 19 mm
otvor pr.10,5 mm

PDM 10-140 nerez ocel CSN 17241 170/38/16 70-140 mm 19 mm
ovalny otvor pr.10,5 x 40 mm

H 096 , H 097 - drzak tvaru pismene Y

H 096 nerez ocel CSN 17241 50/38/80 21 mm 19 mm
H 097 nerez ocel CSN 17241 50/38/125 39 mm 19 mm

nerez ocel CSN 17241
MD-P 8 pfilozniky délky 90 mm 25/38/21 80 mm 19 mm
s otvory pr.8,5 mm

nerez ocel CSN 17241

MD-P 10 pfilozniky délky 90 mm 25/38/21 80 mm 19 mm
s otvory pr.10,5 mm




({7 HOS CITHOS B

spol.sr. 0. spol. s 1.0

V-P8 , V-P10 - variabilni drzak s pfiloZznikem se dvéma otvory rozteci 110mm

nerez ocel CSN 17241
V-P8 pFiloznik 130 mm, vzd.otvort 110mm 80/25/33 19 mm
s otvory pr.8,5 mm

V-P10 nerez ocel CSN 17241 80/25/33

pfiloznik 130 mm, vzd.otvord 110mm 19 mm
s otvory pr.10,5 mm

V-P8 Zn pozink. , pfiloZnik 130 mm 80/25/33 19 mm
vzd.otvord 110mm ,s otvory pr.8,5 mm

V-P10 Zn pozink. , pfiloZnik 130 mm 80/25/33 19 mm

vzd.otvord 110mm ,s otvory pr.8,5 mm

V8-70 nerez ocel CSN 17241-délka 54/25/30 70 mm 19 mm
drzaku vrchni ¢asti 90mm
s otvory pr.8,5 mm

V10-70 nerez ocel CSN 17241-délka 54/25/30 70 mm 19 mm
drzaku vrchni ¢asti 90mm
s otvory pr.10,5 mm

V8702V nerez ocel CSN 17241-délka 54/24/56 70 mm 19 mm
drzéku vrchni ¢asti 90mm
s otvory pr.8,5 mm

V10-70Zv  nerez ocel CSN 17241-délka 54/24/56 70 mm 19 mm
drzaku vrchni ¢asti 90mm
s otvory pr.10,5 mm

V8-70 Zn pozink. - délka drZzaku 54/25/30 70 mm 19 mm
vrchni ¢asti 90mm
s otvory pr.8,5 mm

V10-70Zn  pozink. - délka drzaku 54/25/30 70 mm 19 mm
vrchni ¢asti 90mm
s otvory pr.10,5 mm

VSH nerez ocel CSN 17241, hék z kulatiny 54/24/33 19 mm
pr.8 mm, vnitf.radius 22 mm, prostor
mezi ¢elem drzdku a hdkem 15 mm

KD nerez ocel CSN 17241 38/25/38 19 mm
nerezovy Sroub M 10x30
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DKS - drzak kabelovych spojti

DKS nerez ocel CSN 17241 80/25/28 19 mm
nerezovy Sroub M 10x30

VO-UNI Zarové pozink.ocel, zdkladna vhodna pro sloupy od pr.60mm 19 mm

KDSZ zaroveé pozink.ocel, koncova konzole pro RIBE spirdlovy zavés 19 mm

VU8-200-260 driak z nerez oceli CSN 17241 54/25/30 - drzak 19 mm
navafeny na U-profil vysky 10 mm
z nerez oceli CSN 17241, v U-profilu
ovalné otvory 8,5 x 30 mm

290 28 200-260

Drzaky mohou byt dodavany v dalSich rozmérech na zakazku, minimalni mnozstvi je 100 ks.

NS - nerezova stavebnice

kompletni provedeni z nerez ocel CSN 17241
NS stavebnice obsahuje : - 3ks U-profilu 26x10x2000mm s otvory 8,5mm a 8,5 x 40mm 19 mm
- 20ks drzaki V10-70 + 40ks nerez Sroubl M6x12 + 40ks nerez podlozky

Mozno dodat i jednotlivé komponenty stavebnice

V10-70 S drzak v provedeni z nerez.oceli + 2ks nerez Sroubld M6x12 + 2 ks nerez podlozky 19 mm

U-profil U-profil v provedeni z nerez.oceli 26x10x2000mm s otvory 8,5mm a 8,5 x 40mm
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%

, . i R i
uchyceni rozvodnych skFini uchyceni rozvodnych skfini pomoci uchyceni kabelll pomoci drzaku KDSZ
drzaku V-P8 a pasky Bandimex a pasky Bandimex

uchyceni stitké pomoci pasky Bandimex uchyceni rozvodnych skfini pomoci uchyceni kabelt pomoci drzak( KD a VSH
pomoci pasky Bandimex a pasky Bandimex

uchyceni dopravniho znaceni uchyceni dopravniho znaceni uchyceni dopravniho znaceni pomoci
drzaku V-P10 a pasky Bandimex

16
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informacni a orientacni systém mést informacni a orientacni systém mést informativni prvky

5FTD51 |
AA102 .

uchyceni orientacnich tabulek na potrubnich vedenich v petrochemickém primyslu

komeréni reklamni tabule - doporucuje se paskou V4A (vyssi odolnost proti korozi)

upevnéni koncovek hadic pomoci pasky se sponou Bandimex nebo pomoci predhotovenych spon Bandimex



Spol.s ..

pouZziti upinaciho systému pfi montazi
potrubniho vedeni

upevnéni vodohospodaiského znaceni

pasportizace sloupl pomoci pasky
Bandimex a stitk(l z nerez oceli

Sl TN SR

=S SRS S Ih

e

A

dalsi moZné pouZiti upinaciho systému Bandimex

18
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